**PNEUMATIC EXTRUSION GUNS**

Powerful and lightweight pneumatic extrusion guns for applying products in cartridges and bags.

Ideally suited for adhesives and sealants with high and low viscosities.

**Juniorfix**  
Art. No. 0703 891 310

**Druckfix**  
Art. No. 0703 891 600

Lightweight, compact and ergonomic shape.  
Extrusion gun fits well in your hand and allows low-fatigue working.

Rotary pressure controller on handle for slow and fast extrusion.  
Fine adjustment of the extrusion speed is possible.

Dampener on quick-trigger valve.  
Ensures optimum movability.

Fully enclosed housing.  
Improved protection of components, e.g. the air supply line, and easy cleaning.

3-year warranty.  
on manufacturing and material defects.

---

**Technical data:**

<table>
<thead>
<tr>
<th>Model</th>
<th>Cartridge in mL</th>
<th>Bag in mL</th>
<th>Max. operating pressure in bar</th>
<th>Weight in g</th>
<th>Dimensions (L x W x H) in mm</th>
<th>Connection thread in inches</th>
<th>Art. No.</th>
<th>P. Qty.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Juniorfix (Fig. 1)</td>
<td>310</td>
<td>-</td>
<td>10</td>
<td>474</td>
<td>238 x 59 x 245</td>
<td>1/4&quot;</td>
<td>0703 891 310</td>
<td>1</td>
</tr>
<tr>
<td>Druckfix (Fig. 2)</td>
<td>-</td>
<td>300/600</td>
<td>10</td>
<td>818</td>
<td>445 x 59 x 245</td>
<td>1/4&quot;</td>
<td>0703 891 600</td>
<td></td>
</tr>
</tbody>
</table>

The average consumption for pneumatic application guns is about 7.2 liters/minute.

Caution: The maximum working pressure for the processing of sealants is 6 bar.

---

**Accessories for Juniorfix and Druckfix:**

<table>
<thead>
<tr>
<th>Model</th>
<th>Designation</th>
<th>Art. No.</th>
<th>P. Qty.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Fig. 3</td>
<td>Screw Cap</td>
<td>0891 600 003</td>
<td></td>
</tr>
<tr>
<td>Fig. 4</td>
<td>Bag Pressure Piston</td>
<td>0891 601 005</td>
<td></td>
</tr>
</tbody>
</table>

Available in the fleet management system ORSY®-fleet.